Safe-Hit® Delineator Post

The Safe-Hit® Delineator Post is constructed of flexible, durable co-extruded polyethylene with ultraviolet inhibitors. It meets the requirements of NCHRP Report 350 Category 1 Devices, has been NTPEP tested, and meets MUTCD 6F.63 requirements for channelizing devices. Safe-Hit is ideal for applications with average impact frequency.

Assembly and Maintenance
- Lightweight.
- Two piece, self-locking system reduces installation efforts.
- Quick and easy removal and replacement when needed.

Specifications
- 18” to 54” high
- 2.25” Diameter / 3” Width on Flattened Top Versions.

MULTI-PURPOSE POST

Features
- Multiple base anchor options and portable bases.
- Surface mount bases ideal for asphalt or concrete.
- Soil anchors work in a wide range of soil types.
- Portable bases available in 18 lb & 32 lbs.
- Ultra-violet resistant.
- 360° visibility.
- Standard colors: white, yellow and orange.
- Custom colors available.
- Heights range from 18” - 54” above grade.

Surface Mount, Soil Anchor, or Guardrail Post Types
- Type 1 - Hazard (Flat)
- Type 2 - Guide (Flat)
- Type 3 - Channelizer
- Type 5 - Marker
- Custom configurations available

Surface Mount Base Options
- Surface mount pin lock base
- Surface mount twist lock base
- Sub-level twist lock base
- Sub-surface twist lock base
- Portable base

Soil Anchor Options
- Open ended galvanized anchor
- Closed ended galvanized anchor
- 8”, 14”, 18”, and 24” anchor lengths available.

An original SAFE-HIT product.

Distributed by:
Coral Sales Co.
Highway Safety Solutions
P. 503-655-6351 F. 503-657-9649
www.coralsales.com
PO Box 22385 Portland, OR 97269-2385

www.trinityhighway.com
1.888.323.6374